ri - ’ o
ReeT OF SEATTE L - EMORANDUM T
November 13, 1975 ACAR PERMTY
ML TTWETT - ;‘\,
TO Steam Plant File i f‘;3£{J‘
FROM Jim Rice, Terminal Superintendent Piers 90/91
SUBJECT

Meeting Notes, 11-13~75, 10:15 a.m.

In attendance: Messrs. Ron West, carl Larsen, Chempro
Messrs. Elwell, Buslee, McGerr, Smathers,
Rice, Port of Seattle

Subject: Contamination of Steam Plant Hot Well

The subject meeting was held to seek a permanent solution to

this problem. Refer also to letter of 10-30-75 to Chempro
over signature of M. O. Benett.

The Port today issued a work request to peérmanently plug the
overflow pipe from the hot well to the tank farm separator.
This action will eliminate the possibility of a backup

from the Separator to the hot well.

Chempro agreed to install an additional pump and a high
level alarm system on the tank farm separator.

Lee Elwell is advising the Port's boiler insurance carrier
of these actions, which should eliminate the problem.

See also, attached lab report from Perolin Co., Inc., which
reveals presence of 0il . caused charred residue in boiler
scale sample from #5 boiler.
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cc: Messrs. Mohn, Benett, Dwyer, Christian, Elwell, Lansing,
Ljungren, McGerr w/attachment
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Dear Mr. McGarr:
Our representative, Mr, John Fox, recently submitted a sample of boiler scale taken
from the No., 5 watex tubs boiler which upon examination indicated 16 plugged tubes.

The minaral congtituenmts contained in the sample were as follows:

Calcium and Msgnesium Phosphate...............15%
Calciom and Magnesium 8ilicate................60%
Calcium and Magnesium Carbonates..............20%
I‘oﬂ M‘.........'...Q..!...!......0.!0"!‘. 41
"Charred” Orgsmfcs (0L1)......cceeveevencccees 12

The charred residue refurred to above closély resembled residues typically charactar-
istic of fuel oil sfter undergoing 4hanges in state due to high temperature.

Our raprssentative raports that there have been periods of inadvertent oil spills in
the vicinity of the condensats tank sllowing for the possibility of oil contamina-
tion.

As you ate aware, oil contamination in the boiler water causes regression of pre-

ferentisl effects of your doiler treatment program for the preventation of scale
aad corrosioa.

In this regard, wa highly recommend that you take the necessary steps to preveat
future oil contaminstion, .

As reported to you by Mr. Fox, 1t would be a good idea to acid clean the unit prior
to a routing of the plugged tubes. In this regsrd we recommend application of
PRONTO #871 on the basis of employing 12 carboys prefsrentially at a golution tem-
perature of 130° ¥ on an overnight or 8 hour sosk method. (s, & S = (:_/_;,_-' :
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We understand thac Mr. Fox will keep in closa contact with you and be pleased to
offer direct service.

If you have any further questions or if we may be of servica in aany other way, please
do not hesitats to call upon ua,

Very truly yours,

THE PEROLIN COMPANY, INC.

SJN/da S. J. Wognicki
G. Riece.

ec: Jamens (homiar




